RS232 modem connection

I= phise status | Netweork Connection Details |

‘General Details | Metwork Connection Details:
Property I Walue |
I Value I Connectionspecific DM...
Device Name Standard 9600 bps Modem Desciption PHSE
Device TYDPT modem Physical Address
Authentc.ahon CHAP DHCP Enabled No
Compression (none) IPv4 Address 10.130.54.177
PPP multiink framing  Off IPv4 Subnet Mask 255 255,255 255
Client IPv4 address 10,130.54.177
Server IPv4 address 0.0.0,0 IPvé Default Gateway
NAP State Not NAP-capable IPv4 DNS Servers 109.166.202.53
o 109.166.202.54
Origin address {unknown)
Destination address {unknown) IFvd WINS Server
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USB modem connection

I= pHss Status ES | Bl network Connection Details |

‘General Details | Network Connection Details:
| | Property | Walue |
Value Connectionspecific DN. ..
Cinterion PH8 USE CDC-ACM Modem Description PHSE
modem Physical Address
Authentication CHAP DHCF Enabled Mo
Compression (nane) IPv4 Address 10.2.63.162
PIF_’P multiink ::m'”g off IPv4 Subnet Mask 255 255 255 255
Client IPv4 a d;ess 10.2.63.162 IPv4 Default Gateway
server [Py address  0.0.0.0 IPv4 DNS Servers 109.166.202.53
MAP State Mot MAP-capable 105.165.202 54
Drlglf‘u au:lldress (unknaown) IPvé WINS Server
Destination address (unknaown)
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